
1) Adopted the imported CO2 laser, its beam is of superior quality, stable light and low failure rate.

    industrial environment.

7) Be applicable to production line for flying marking.

 Type MY-M30C MY-M50C
 Max. Output Power 30W 50W
 Markking Area 110mm*110mm 140mm*140mm
 Optional Marking Area
 Marking Depth ≤5mm Acrylic ≤7mm Acrylic
 Minimum Line Width 0.10mm 0.15mm
 Minimum Character 0.3mm 0.4mm
 Repeated Precision

 Laser Wavelength
 CO2 Laser Source
 Controller and Software (EZCAD)
 Scan head
 Marking Speed

 Repeated Frequency of Laser
 Marking Type
 System Operation Environment
 Cooling Mode

4) With powerful and friendly controller and software, easy operation, raise the working efficiency.
5) With reasonable and whole structure design, better stability and higher reliability.

Technical Parameters

CO2 Laser Marking Machine MY-M10/30/50/100C

Features
With superior laser beam, small divergence angle and the integrated laser structure, it is of convenient maintenance, stable
performance, high reliability and long life-span, capable to work for 24 hours without interruption.  The laser power is controlled with
software and the frequency is adjustable continuously. The equipment is of low processing cost, without any consumption and with
small power, its marking area is large and clear, not easy to be worn and of high efficiency.

Application
Materials: Most of Non-metallic materials such as ceramics, PVC, ABS, acrylic, plastic, bamboo, organic materials, epoxide resin,
glass, wood, and paper, etc.

≤7000mm/s

±0.01mm

Beijing JCZ---the leading manufacturer of laser marking controller in China

6) SYNRAD / COHERENT tube can be refilled, excellent performance, longer life (Max. 45000 hours) and without maintainance.

Imported with original packaging--SYNRAD or COHERENT
10.6um

50mm*50mm / 100mm*100mm / 200mm*200mm / 300mm*300mm

8) Strong compatibility, can support BMP, DXF, AI, PLT and other format file output from CorelDraw, PhotoShop, AutoCAD, etc.,
can use TTF Font and SHX directly.

Wisely Laser Machinery Limited

T: 0086-151 0755 0219 / 0086-150 1350 9330  F: 0086-755 2857 9476
7F, Blding 7th, JSC Industrial Area, Jingnan Road, Buji, Shenzhen 518112 China

   E-mail: sales@wwlaser.com     URL: www.wwlaser.com   www.wisely-laser.com

3) The industrial control computer has strong capacity of resisting disturbance, assuring the stable work during the long period of

Field: Woodworks, craft gifts, electronic components, clothes, leather products, paper, medicines, food and package, etc.

Advantages

2) Coordinated with the excellent servo motor, the high-speed scanning galvanometer is of high marking speed and precision.

Dynamic Mark / Static Mark

Beijing JinHaiChuang--the leading manufacturer of Scan Head made in China

Windows 7--32bits / WindowsXP / 2000 / Windows 7--64bits (Not recommended)
Air cooling--Built-in

≦100KHz



 Temperature of Operation Environment
 Computer Requested
 Communication Interface
 Life of SYNRAD/COHERENT Tube
 Voltage 220V / 50Hz / single phase / 10A 220V / 50Hz / single phase / 15A
 Consumption of whole machine 1.2KW 1.5KW
 Demension 700mm*650mm*1200mm 750mm*700mm*1300mm
 Package Size 1100mm*1050mm*1600mm 1150mm*1100mm*1700mm
 Net Weight 150KG 160KG
 Gross Weight 180KG 190KG
 Optional (Not free of charge)

There will be one desktop computer with the machine

Welcome to our company to learn how to operate the machine, we can offer you more than 10 days training free of charge. 

Max.45000 hours
USB

15℃~35℃

10w Synrad tube, 100w/150w Coherent tube, Rotary Device, Automatic Matching System

Warranty

Shipment
We will effect shipment within 7 working days after receiving your full payment.

Payment

Packaging

If the PI value is less than USD10,000.00,  100% payment should be done before production; If PI value is more than
USD10,000.00, 50% should be prepaid before production, the balance should be paid before delivery.

International Standard Packing--Plywood Case--free of fumigation. If the buyer needs the Certificate of Fumigation, we can help
him, but the cost will be on the buyer's account.

2) All samples in the images are made by WISELY CO2 Laser Marker, copy right reserved!

Whole machine has a warranty period of 12 months since the delivery.
This warranty does not cover items damaged while in the process of shipping. We do our best to package products in very safe
shipping containers. If you purchase any component and pay for that shipping, then any item damaged in shipping must undergo a
claim through your shipper. If you are person/company that paid for the shipping, then you must file that claim. We cannot send you
another part for free while your claim is being processed. You may purchase a replacement part which we will attempt to mail to
you again. If you are returning a part to be tested, then that part is considered "GOOD" until it is tested to be bad. You must insure
the parts during shipment. If that part is damaged in shipping, then you must file a claim for shipping damage. Please understand
that all shipping companies will conduct a damage investigation before they will pay restitution.

If you need local service, we can send our technician to your company within 3-7 days, but the buyer should pay the cost including
the ticket, hotel and so on.

    can pay the TNT or FedEx freight.

Samples
1) Samples available, we can make the samples at your request. If the package is small and you are planning to work with us, we 

Training

Service

Each Fiber or CO2 laser
marking machine of ours
has the 3D worktable, it is
removable and Manual.



Sample  Gallery

The size of this image is 4000*3000, please enlarge it if you wan to see better marking effect. Wisely CO2 Marker adopts RF
Metal Laser Tube from Synrad or Coherent in USA. Meanwhile, we choose the marking controller and scan head from the leading
manufacturer in China, the compatibility between the controller and scan head is perfect. The machine can work in very high
speed and stability.





Our CO2 laser marker can
cut max.7mm acrylic once












